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 SAF moduulijousituksen etupukki muuttuu viikolla 40 
 
SAF moduulijousituksen etupukki muuttuu alkaen viikolla  40/05. Akseli sŠŠdetŠŠn etupukosta. 
KiinteŠstŠ etupukista luovutaan ja aikaisempi sŠŠdettŠvŠ etupukki muuttuu.  
 
• Uusi  etupukki vastaa tŠhŠn asti kŠytšssŠ ollut sŠŠdettŠvŠŠ etupukkia, tosin Suomessa ei ole 

ollut kŠytšssŠ. Pukin muotoilua on muutettu pultin epŠkeskoaluella. 
 
• Iskunvaimentimen kiinnitystŠ ja paikkaa ei muuteta. Kaksi vaihtoehtoa on olemmassa:  
 - Standard !  Kiinnityspultti M 24 on hitsattu etupukkiin. 
 - Optio !  PitkŠ pultti M 24 on viety hitsatun hylsyn lŠvitse. 
 
• Rakentajan kŠyttŠmiŠ etupukkien tuentarakenteita ei tarvitse muuttaa. 
 
• EpŠkeskolevyŠ asennetaan pŠŠsŠŠntšisesti pukin ulkopuolta osoittaamaan pyšrŠŠn pŠin. 
 
• Laakeroinnin osia ei ole muutettu, eikŠ myšskŠŠn kiritystysohjeita. 
 
• Sekarakenteet ovat sallitut. TŠhŠn asti kŠytšssŠ ollut kiinteŠ laakerointi tai sŠŠdettŠvŠ 
      laakerointi voidaan kŠyttŠŠ uusien akselistojen kanssa, joissa on uusi etupukki. 
 
• Seuraavat edut ovat tarjolla: 

- yksinkertaisempi logistiikka, vain kaksi vaihtoehto standardi/optio jokaista ajokorkeutta varten, 
  joka mahdollistaa pienemmŠt varastomŠŠrŠt 
- akselin suuntaus on yksenkertaisempi ja helpompi. 
- sŠŠdettŠvŠssa etupukissa oli aikaisemmin sisŠpuolen ulkopinnassa tuentakaari, joka nyt jŠŠ 
  pois. Rakentajalle tŠmŠ antaa suurempi mahdollisuus ratkaista etupukin tuentaa. 
 
Molemmat pukkiversiot ovat olemassa myšskin varaosana. 

 
Kuva:   Etupukki hitsatulla pultilla (vakio)  

 
ReikŠ maalin  
valumiselle mikŠli 
runko upotetaan 
altaaseen. 
 
 
 
 
 
SŠŠdetŠŠvŠ 
laakerointi 
> EpŠkeskolevy < 

 
Etupukin ulkosivu,    Etupukin sisäpuoli, 

    jossa pienet tuet    jossa ei ole tuentaa
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Changeover of steel hanger brackets on SAF MODUL from week 40 
 
From week 40/05, all hanger brackets of the SAF MODUL air suspension series will be supplied 
with adjustable pivot bolt and drain bores. 
 
• The new hanger bracket corresponds to that with the adjustable pivot bolt, except that the outer 

contour has been modified in the area of the eccentric washer. 
 
• The method of mounting and the position of the shock absorber on the hanger bracket remain 

unchanged. Two forms will be available:  
 - Standard !  Shock absorber supported on M24 threaded stud  
 - Option !  Shock absorber supported on M24 hexagon head bolt  
 
• A modification to the hanger bracket struts used by the trailer builder to date is not necessary. 
 
• When installing the pivot bolt, the eccentric washer should generally be fitted on the outside of 

the hanger bracket facing towards the tyre. 
 
• The individual parts and tightening instructions for the pivot bolt remain unchanged. 
 
• Mixed installation is admissible (i.e. old hanger brackets with rigid or adjustable pivot bolt 

and new hanger brackets with adjustable pivot bolt). 
 
• This offers the following benefits: 

- Greatly simplified logistics as now we have only two variants (standard/option) per ride height,  
  thus reduced stocks 
- Track width adjustment is greatly simplified and is thus quicker 
- The elimination of the eccentric support on the inside of the hanger bracket offers greater  
  freedom in the optimisation of the hanger bracket strut 

 
• Note: Only the two variants "Standard" and "Option" will be available also as spare parts. 
 
Illustration: Hanger bracket with threaded stud (standard) 
 
 
Drain bore for 
frame dip coating 
 
 
 
 
 
 
Adjustable  
pivot bolt 
> Eccentric washer < 

 
Outside of hanger bracket   Inside of hanger bracket 

 


